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↑ or ↓ 

• 

↑ ↓ ↑ or ↓ 

↓ ↓ 



 

↑ ↓

1) EXIT 

2) FILTER TIMER 

3) SYSTEM  

Will save changes and return to 

FILTER CYCLE

FILTER CYCLE   

xx:xx TO xx:xx 

Adjust the start time and end time for the required filter cycle(s). The circulation pump will 
run between these times for filtration purposes. 

Note 1: Take care not to overlap filter cycle 2 times with the filter cycle 1 times as the 
result will be one cycle per day. 

Note 2: For 24 hour filtration set to run 1 time per day with the start & end times the same 
(E.g. 12:00 – 12:00). 

Note 3: If the unit is configured as a series retro-fit and solar is not locked to the filter 
timer, any solar gain will over-ride the filter timer to operate circulating pump for solar 
heating. 

 

 – Allows you to adjust calendar date and time of day. 



 

Note: In AUTO STANDBY mode the 2nd filter cycle does not run OR THE SINGLE FILTER 
CYCLE IS HALVED.



 

↑ ↓

↑ ↓

(RANGE 1.0°C-6.0°C) 



 

 

 

 

 

 

 

 

 



 

 



 

 

 



 

• 

• 

• 

• 

(To be retained by the customer) 


