
 

 

 

 
 

Instruction Manual 

 
 

 

The Aqualight is a Wi-Fi-enabled control unit designed for remote 
operation of pool and spa lights. Using the dedicated mobile app, users can 
power lights On/Off and change light colours. 
The system supports multiple brands of lights and transformers, which can 
be connected to the Aqualight and controlled independently. 
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Warning & Safety Information 
This manual provides essential information regarding the installation, operation, 
and safe use of the Aqualight system. It should be given to the owner and/or 
operator of the system. 
When installing and operating the Aqualight system, always follow basic safety 

precautions. 
The information in this manual is intended as general guidance on specific topics and is 
provided in good faith. However, it is not an exhaustive resource. The use of this manual is 
beyond the control of the author, contributors, publishers, and distributors, and should not be 
relied upon as a substitute for professional advice. Always consult your local professional for 
comprehensive guidance. 
Some procedures described in this manual should only be performed by, or under the direction 
of, a qualified professional. Under no circumstances should this manual replace the expertise 
of a professional. 
No representations or warranties are made regarding the accuracy, completeness, or suitability 
of the content, advice, or recommendations in this manual for your particular circumstances. 
The authors and publishers accept no liability for any loss resulting from reliance on this 
information. All content in this manual is subject to change without notice. 
 

 Read the instructions before installing and using the Aqualight system. 
 Failure to follow these instructions and comply with all applicable codes may cause 

serious bodily injury and/or property damage and will void the warranty. 
 Installers and operators must follow the manufacturer’s instructions and comply with 

all national and local installation standards. The manufacturer is not responsible for 
any consequences resulting from failure to comply with these standards or 
regulations. 

 This appliance is not intended for use by individuals with reduced physical, sensory, 
or mental capabilities, or those lacking experience and knowledge, unless supervised 
or instructed by a person responsible for their safety. 

 Children must be supervised to ensure they do not play with or tamper with this 
product. 

 Power supply to the unit must be provided through a residual current device (RCD) 
with a rated residual operating current of ≤ 30 mA. 

 Always comply with national and local electrical codes and standards. 
 The Aqualight controller is not submersible. Ingress Protection of IP33. 
 Never open the Aqualight controller. 
 This product contains electrical equipment. Dispose of the product in accordance 

with local regulations. 
 Use only genuine replacement parts supplied by the manufacturer for service and 

repair. 
 
WARNING 

If the power cord is damaged. Do not use the controller. Return the unit to the 
supplier for repair 
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Specification 
The following items are included in the packaging of the Aqualight system. Please contact 
your authorised dealer if any items are damaged or missing. 

Height Width Depth 
Electrical 

connection & 
Length 

Number of 
outlets 

Maximum 
combined loads 

155mm 250mm 90mm 10a Plug / 1m 2x 10amp 9.9amp (2370w) 

 

 

 
 

   
 

Contents within the box  
 Aqualight Controller 
 Mounting Plate 3112003 

 Wall plug and screw kit 3121019 
 Installation manual 

 

WIFI LED Status 

 
LED Behaviour Status 
Red Initial Power On 
Amber (Flashing) No Wifi connection 
Red (Flashing) Incorrect Wifi Password 
Green (Flashing) Connecting to Wifi Access Point 
Green Connected to Wifi server 
  
Outlet LED Status   
LED Behaviour Status 
Off Manual Off 
Green Manual On 
Red Timer (Outlet off) 
Green (Flashing) Timer (Outlet on) 
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Installation 
Position Mounting the Controller 
 

 
 
Position the controller at least 3 
metres from the water’s edge and a 
minimum of 600mm above ground 
level. 
Keep all stored dangerous goods at 
least 3 meters away from equipment. 
Plug the power cable directly into a 
general power outlet. Do not use an 
extension lead. 

 

 
 

Secure the mounting bracket to a 
solid structure using the screw and 
wall plug kit provided. 

Align the screwheads on the back 
of the controller with the holes 
near the top of the mounting 
plate. Gently push the controller 
downward to lock it into place. 

Adjust the screws on the back of 
the unit to ensure a snug and 
secure fit. 

To remove the controller, push it 
upward and gently pull it away 
from the mounting bracket. 

 

 

 

 

 



 

6 

Installation cont 
Pool Light connection 
Mount and secure pool lights in accordance with the manufacturer’s 
specifications and connect to manufacturer transformer. 
 

 
 

Plug the light transformer(s) into 
the Aqualight control system into 
the 240V socket labelled “1 or 2” 

The maximum load is 9.98A 
(2395W). 
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Installation cont 
Wi-Fi Setup 
Download the Aqualight App before installation. 
Once installed, open the app and follow the on-screen 
setup instructions. 
Scan the QR code provided to access the video. 
Steps to connect: 
-Download the Aqualight App from the App Store. 
-When prompted, select Set Up New Controller.  

If no prompt appears, go to System > New. 
-Allow the app to access your camera when prompted. 
-Scan the QR code (found on the back of the controller 
or on back of this manual). 
- Confirm the displayed Wi-Fi network:  

If correct, tap Join. 
If incorrect, select your Wi-Fi network and enter the 
password. 

- Tap Join. The controller will connect (may take up to 
30 seconds).  
- A display will confirm success, and the controller will 
display the connected network 
- Tap Done. 
- Wi-Fi setup complete. 
Once the Aqualight controller is connected to the Wi-Fi 
network, complete the remaining setup through the 
Aqualight App. 
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Installation cont 
App Setup 
Open the Setup Menu in the app. 

 QR Code 
• Share  with additional devices to 

allow multiple controllers for the 
same Aqualight system. 

• Scan  the QR code will apply the 
current Wi-Fi settings to the new 
device. 
 Wi-Fi Connection 

• Use this option to manually 
configure the Wi-Fi connection if 
required. 

 Installer Menu 
• Enter and verify the passcode to 

hide settings; repeat the process 
to make them visible again. 

 Device Information / About 
•  View  the system Information 

about the controller 

 Link Lights 
• When enabled, Light 2 will mirror 

Light 1 
When disabled, Light 2 can be 
configured independently. 
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• Note: Light 1 and Light 2 can be 
different brands/types, but linked 
operation requires identical 
brands. 

Light 1 and Light 2 
• select the brand and type of light 

installed. 
• Tap Single Colour to open the 

selection screen, then scroll and 
choose the correct brand/type. 

• When a multi coloured light is 
selected, a settings button will 
appear. This button allows you to 
configure or reset the lighting 
setup depending on light 
manufacturer. 

  Set the Systems date, time and 
location 
• Enable Automatically Set Time 

for continuous updates while 
connected to Wi-Fi. 

• Adjust Location to the correct 
Australian State/Territory for 
accurate time settings. 

• Enable Daylight Saving 
Adjustment if required. 
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Operation 
Timers 

 Rename Lights 
• Tap the pencil icon next to each 

light to rename it (e.g., Spa, Pool, 
Deck, Waterfall). 

Light Control Modes 
• Off – Light remains off manually. 
• On – Light stays on until manually 

turned off or switched to Auto. 
• Auto – Light operates based on 

the timer settings. 
Set Timers 
• Up to two timers can be 

configured per light. 
• Tap From to set the start time 

and To for the end time (use 24-
hour format). 

• Activate the timer by toggling the 
switch next to it. 
Important: If the timer is not 
activated, the light will not follow 
the scheduled times. 

Sync Lights 
• When setting up lights for the 

first time:  
o Set Light 1 to On by tapping 

the On button. 
o Press Sync.  

• The Aqualight controller will 
begin syncing with the light. 
Note: Syncing may take several 
minutes depending on the light 
type. During this process, lights  

 

 
 
will turn on/off and change 
colours. 

Once Light 1 is synced, turn it Off 
and repeat for Light 2 (if installed 
or not linked to Light 1). 
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Operation cont 
Home 
The Home page of the Aqualight 
App displays: 
• All connected lights and their 

current colour settings. 
• The centre of the colour wheel 

shows the light state:  
o On 
o Off 
o Auto 

Colour Selection 
• Tap any colour on the wheel to 

change the light to that colour. 
• Behaviour may vary by brand. 

After reaching the new colour, 
some lights may briefly turn off 
before turning back on. 

Brightness Control 
• If the installed lights have 

adjustment brightness option, 
this can be adjusted using the 
Brightness icon located at the 
top-right corner of each colour 
wheel. 
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Operation cont 
Front Panel Overview  

 

 
 
Reset Button Functions 
The Reset button on the Aqualight controller has two functions: 

1. Reset Wi-Fi Configuration 
Clears all previous WiFi configurations 
o Press and hold for 3 seconds within the first 30 seconds after 

power-up. 
2. Restore Factory Defaults 

To reset all settings to factory defaults (timers, name, etc.) Wifi 
settings will remain. 

o Press and hold for 3 seconds after the initial 10 seconds of 
power-up. 

Outlet Buttons 
• Outlet 1 and Outlet 2 buttons manually control their respective output 

sockets. 
o Single operation Press once to toggle On/Off. 
o Multi coloured light operation press once to cycle through 

colours; after the last colour, the light turns off. 
• Important: Manual ON/OFF disables timers. 
• To return to Auto-timer mode, press and hold the relevant light button. 
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Operation cont 
Front Panel Overview cont. 
LED Indicators 
Wi-Fi LED Behaviour 
• Power On: 

o LED turns Red during initialisation. 
o After initialisation, LED turns Off. 

• Wi-Fi Connection Status: 
o If not connected to a local Wi-Fi network → LED blinks Orange. 
o If configured for Wi-Fi:  

 Unable to connect → LED remains Off. 
 Successfully connected → LED turns Green. 
 If disconnected after connection → LED changes from Green 

to Off. 
Outlet LED Behaviour 
• Manual control On/off: 

o LED turns Green during operation. 
o LED turns Off when in standby. 

• Timer control On/off: 
o LED displays slow flash Green during operation in a timer. 
o LED turns Red when outlet is outside of set timer. 
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Notes. 
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Notes. 
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Warranty Information 
◊ This product range is covered by a limited 3-year warranty against component failure or 

faulty workmanship, starting from the date of installation. 
◊ Faulty units should be returned to the original dealer. 
◊ Warranty exclusions:  

o Misuse or incorrect installation 
o Power surges 
o Corrosion from pool chemical fumes 
o Lightning strikes 
o Installation not in accordance with manufacturer’s instructions 

◊ Warranty does not include on-site labour or travel costs. 
◊ Important: If the power cord is damaged, do not use the controller. Return the unit to 

the supplier for repair. 
 
 

 

 

 

 

 

 

 

 

 

 

Dontek Electronics Pty Ltd 
PO Box 239, Bayswater VIC 3153 Australia 
dontek.com.au 

7061301DT4 

http://www.dontek.com.au/
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